INTERMITTENT PICOT EDGING
OR
ALTERNATING LOOP FRINGING MACHINE

Type 509

Single Needle.
Single Thread Chainstitch.
Range of stitches 9 to 22 to inch.
Speed 2000 Stitches per minute.
Registering Measuring Tension.

For Intermittent Picot Edging or Alternating Loop Fringing.

Recommended for millinery trimming and ornamenting the edges of dresses, waists and other articles.
WILLCOX & GIBBS
MANUFACTURING
SEWING MACHINES

Chainstitch Machines—Various Types
Lockstitch Machine—High Speed
Straw Machine—Visible Stitch
Straw Machine—Invisible Stitch
Overlock Machines—Various Types
Flatlock Machine for making Flat Seams
Feldlock Machines for Lap Seam Felling, and
many other Machines for special lines of work.

Willcox & Gibbs Sewing Machine Co.
Home Office: 658 BROADWAY
NEW YORK, N. Y.

Branch Offices

Baltimore, Md.
321 No. Howard Street

Boston, Mass.
363 Boylston Street

Brooklyn, N. Y.
218 Livingston Street

Chicago, Ill.
206 West Monroe Street

Cincinnati, O.
206 West 7th Street

Louisville, Ky.
643 South 4th Avenue

Los Angeles, Cal.
825 West 7th Street

Minneapolis, Minn.
118 South Eighth Street

Newark, N. J.
23 Academy Street

131 South 12th Street

San Francisco, Cal.
504 Sutter Street

St. Louis, Mo.
209 No. 10th Street

Troy, N. Y.
Fulton and Fourth Streets

Washington, D. C.
702-10th Street, N. W.