Willcox & Gibbs Sewing Machine Co.

REGISTERING MEASURING TENSION CHAINSTITCH MACHINE

Type 502—7 to 14 stitches to inch
Type 503—9 to 22 stitches to inch

Single Needle.
Single Thread Chainstitch.
Range of stitches 7 to 14 or 9 to 22 to inch, as ordered.

Speed 3000 stitches per minute.
Registering Measuring Tension.

Especially adapted for manufacturing neckwear and umbrellas. Also recommended for sewing facings and binding on knit goods and can be used for felling the seams made on the W. & G. Overlock Machine on knit underwear, etc., and for general sewing on cloth of light and medium weight.

NOTE—The above machine can be fitted with attachments to accomplish many different operations and when making inquiry send samples of material and thread used; also, if possible, furnish sample illustrating the completed work.

Form 403—6-23—6M
WILLCOX & GIBBS
MANUFACTURING
SEWING MACHINES

Chainstitch Machines—Various Types
Lockstitch Machine—High Speed
Straw Machine—Visible Stitch
Straw Machine—Invisible Stitch
Overlock Machines—Various Types
Flatlock Machine for making Flat Seams
Feldlock Machines for Lap Seam Felling, and
many other Machines for special lines of work.

WILLCOX & GIBBS SEWING MACHINE CO.
Home Office: 658 BROADWAY
NEW YORK, N. Y.

BRANCH OFFICES

BALTIMORE, MD.
321 No. Howard Street

BOSTON, MASS.
363 Boylston Street

BROOKLYN, N. Y.
218 Livingston Street

CHICAGO, ILL.
206 West Monroe Street

CINCINNATI, O.
206 West 7th Street

LOUISVILLE, KY.
643 South 4th Avenue

LOS ANGELES, CAL.
825 West 7th Street

MINNEAPOLIS, MINN.
118 South Eighth Street

NEWARK, N. J.
23 Academy Street

PHILADELPHIA, PA.
131 South 12th Street

SAN FRANCISCO, CAL.
504 Sutter Street

ST. LOUIS, Mo.
209 No. 10th Street

TROY, N. Y.
Fulton and Fourth Streets

WASHINGTON, D. C.
702-10th Street, N. W.